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MD 223 (MELWOOD RD) —
CONSTRUCTION DETAILS ST @ ® @ OOOOE%%%EZ::E:gl
A. INSTALL 40° CLASS [1 WOOD PDLE WITH 2” ELECTRICAL CONDUIT PVC RISERS. \\"m‘h _____ e N e
2" WEATHER HEAD, NEMA SIZE 5 POLE MOUNTED CABINET AND CONTROLLER, VIDEQ DETECTION - R i
CAMERA AND ARM. A NO.4 STRANDED BARE COPPER GROUND WIRE INSTALLED FROM - R
GROUND ROD TO THE TOP OF THE WOOD POLE AND SECURED TO THE POLE AS PER N T T L e = TS ey T L e =
THE ENGINEER. BACK GUYS. BACK GUYS AND ANY HARDWARE, CLAMPS. MATERIALS AND-N B S Wi S A e
LABOR REQUIRED FOR THE GROUNDING WILL NOT BE MEASURED BUT WILL BE L B i e
INCIDENTAL TO THE PER EACH COST OF 40’ CLASS 11 WOOD POLE. N TN e T T
B. INSTALL 40’ CLASS 11 WOOD POLE WITH A NU.4 STRANDED BARE COPPER GROQUND WIRE INSTALLED Y
FROM GROUND ROD TO THE TOP OF THE WOOD POLE AND SECURED TO THE POLE AS PER THE —) \L/)’/n’ N -
ENGINEER, BACK GUYS. BACK GUYS AND ANY HARDWARE., CLAMPS, MATERIALS AND LABOR /Z)Y / \ MOT LEGEND
REQUIRED FOR THE GROUNDING WILL NOT BE MEASURED BUT WILL BE “ﬁ““\// R]GHT“DF"WAY’X
INCIDENTAL TO THE PER EACH COST OF 40’ CLASS 11 WwOOD POLE. ,{/ i \
INSTALL 3/8" STEEL SPAN WIRE, SIGNAL HEADS, SIGNS AND SIGNAL CABLE P . DRUMS
C. INSTALL HANDHOLE o
D.USE EXISTING UTILITY POLE FOR POWER SERVICE. /,”f/
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G. COVER EXISTING GROUND MOUNTED SIGN ~ 1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALL ING
rJ|. mgmH_ gegHNETEAEPNIEENS»{;?EF D S ickal CanLs PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE
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K. INSTALL 40’ CLASS Il WODD POLE WITH SIGNAL, VIDEO DETECTION CAMERA AND ARM, 8/ 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIDR TO INSTALLATION.
o éRBBNg ngJgA?BE?HEA%PCSEPEEEGEBHBD%EEEA@BSQEA%EEQDF%MTHE COLE As pEn \:9;\0 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SI1GNAL CABLE TO P 0 ¢ TYPE TI11 BARRICADE
v SO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
- THE ENGINEER. BACK GUYS. BACK GUYS AND ANY HARDWARE, CLAMPS, MATERIALS AND 78 4. SEE MAINTENANCE OF TRAFFIC PLANS FOR TEMPORARY PAVEMENT MARKING & SIGN DETAILS.
3 LABOR REQUIRED FCR THE GROUNDING WILL NOT BE MEASURED BUT WILL BE 5. TRAFFIC SIGNAL SHALL BE INSTALLED OURING PHASE 1 AND THE SIGNAL HEADS SHALL
T INCIDENTAL TO THE PER EACH COST OF 40’ CLASS 11 wOOD POLE. BE BAGGED. SIGNAL WILL BE IN OPERATION DURING PHASE 2. 3A AND 3B.
B L. msgiét gFIN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT - TRENCHED. STUB UP SEE MAINTENANCE OF TRAFFIC PLANS. STATE OF MARYLAND
- UTILITY POLE AND CDIL 35 FT. EACH OF ADDITIONAL CABLE AT BASE. 6. ALL TRAFFIC SIGNAL EQUIPMENT (WOOD POLES. HANDHOLES., ETC) DEPARTMENT OF TRANSPORTATION
= M. INSTALL 5 FT x 5 FT PAD OF 5” CONCRETE SIDEWALK ‘ SHALL BE REMOVED AT THE COMPLETION OF PHASE 38 OF CONSTRUCTION. STATE HIGHWAY ADMINISTRATION
N. INSTALL 40’ CLASS 11 WOOD POLE WITH VIDEO DETECTION CAMERA AND ARM. . THE REMOVAL OF THESE ITEMS SHALL BE INCIDENTAL TO THE LUMP SUM
A ND.4 STRANDED BARE COPPER GROUND WIRE INSTALLED FROM ‘1 [TEM REMOVE AND DISPOSE OF EQUIPMENT. THE CONTRACTOR OFFICE OF TRAFFIC & SAFETY
GROUND ROD TO THE TOP OF THE WAOD POLE AND SECURED TO THE POLE AS PER SHALL NOTIFY SHA TO REMOVE THE SIZE ‘5’ CONTROLLER CABINET. TRAFFIC ENGINEERING DESIGN DIVISION
THE ENGINEER. BACK GUYS. BACK GUYS AND ANY HARDWARE. CLAMPS, MATERIALS AND
LABOR REQUIRED FOR THE GROUNDING WILL NOT BE MEASURED BUT WILL BE MD 4 OVER MD 223
INCIDENTAL TO THE PER EACH COST OF 40 CLASS I wWOOD POLE. ,
P. INSTALL METERED SERVICE PEDESTAL BRIDGE REPLACEMENT
0. INSTALL 2 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT — TRENCHED UPPER MARLBORO, MD
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